
ACROTEL-WB Metallic Enamel is a single component, 
“Green” waterborne all Acrylic versatile enamel paint.  
ACROTEL-WB is specially  formulated to meet the 
conditions and properties required for exterior/interior 
applications. AcrotelEnamel   is the best offset to solvent-
based alkyd enamel with extra superior properties.
PRODUCT FEAUTRES:
ÅWaterborne, simple and safe to handle and clean
ÅLow odor and V.O.C. (Volatile Organic Compounds).
ÅPerforms very good leveling and brush-mark free 
properties
ÅVery Good Chemical Resistance
ÅExcellent dirt pickup resistance maintains attractive  

appearance.
ÅNon-flammable.
ÅExcellent adhesion to Different surfaces, Concrete, Wood,  

Glass, Steel  and Aluminum

SURFACE PREPARATION
All surfaces to be coated must be free of dirt, oil, and any 
other contaminants that may prevent proper adhesion. For 
new steel, apply high quality acrylic primer (ACROTEL-WB
Enamel) Hard, glossy, non-porous surfaces should be 
mechanically abraded before coating application to 
improve adhesion.

APPLICATION
Due to its outstanding self-leveling properties, brush and 
roller can be used with minimum brush or roller marks.
Use a good quality synthetic brush roller or airless spray to 
apply an even coat of ACROTEL-WP Enamel. Maintain a wet 
edge to prevent overlap marks and gloss difference.
USES
Acrotel WB Metallic can be used on variety of surfaces such 
as: Metals,Wood,Ceramic Tiles, Glass and Masonry.

TECHNICAL DATA

AVAILABLE COLOURS:
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Colour Metallic/pigmented

Resin Type 100% Acrylic 

Percent Solids  35 +/- 5% (vol.)

Coverage: 200-300 ft2/gal @ 2 mils DFT

5-6 M2/lit @ 50 Microns DFT

Sheen (600): Gloss           60-70

Semi-gloss   40-50

Drying Time: @ 75oF (23oC), 

55% Relative Humidity

1 hr ïto touch/recoat

7 days ïfull cure

Minimum Film Forming 

Temperature

10oC

Reducer/Cleanup Water

Viscosity 23oC (75oF) 70-85   KU

V.O.C. (Without water) <100 grams/liter (0.83 lb/gal)

Specific Gravity 1.1 +/- 0.05 (g/lit)

10.0 +/- 0.5 (lb/gal)

PH 8.0-9.5


