
Waterborne, Decorative, Architectural Finishing (Faux Finishes) 

ACROTEL Metallic Hammer Tone is a single component Acrylic 
Waterborne Metallic Coating. It is designed to replace solvent 
borne aluminum based metallic hammer tone. ACROTEL 
Metallic is a very  s table and durable metallic paint. It is also 
widely used as decorative faux finish.
ACROTEL Metallic Hammer Toneis an ideal paint for Metal 
Railing ,baseboards cabinets and similar applications. 
ACROTEL Metallic Hammercan be applied on  a variety of 
substrates such as Metals, wood, concrete and plaster. 

PRODUCT FEAUTRES:
ÅWater-based, simple and safe to handle 
ÅLow odor and V.O.C. (Volatile Organic Compounds)
ÅExterior durability
ÅNon-staining
ÅNon-flammable
ÅExcellent water and chemical resistance (Exterior type)
ÅExcellent wash ability and scrub resistance
ÅExcellent leveling, flow and microform ςfree properties
ÅExcellent adhesion to variety of substrates

SURFACE PREPARATION:
All surfaces to be coated must be free of dirt, oil, and any 
other contaminants that may prevent proper adhesion..

APPLICATION
Roller, brush or spray can apply ACROTEL Metallic Hammer 
Tone. The application property is more users friendly than 
conventional oil based, which requires chiefly spray 
equipment.

TECHNICAL DATA

AVAILABLE COLOURS:
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Colour As per the colour card

Resin Type Acrylic Copolymer Emulsion

Sheen Gloss;           70

Semi-gloss    40

Percent Solids 24+/- 2% (vol.)

Coverage 400 ft2/US gal @ 1Mil DFT

10 M2/lit @ 25 microns DFT

Drying Time @ 75oF 

(23oC), 55% RH

1 hr ïto touch

3 days ïfull cure

Reducer/Cleanup Water

Viscosity 23oC (75oF) 55-75 KU@23oC (75oF)

V.O.C. (Without water) 150 grams/liter (1.25 lb/gal)

Specific Gravity 1.05 +/- 0.05(gr/lit)

9.0 +/- 0.08 (lb/gal)

PH 8.0 ï9.0

Colour As per the colour card


